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KAD 1300 Automatic Sliding System

KAD-1300
- Capacity :120kg x 1 wing
N 100kg x 2 wing
~ - Door Width :200mm - 2.000mm

KAD-1500

- Capacity  :150kg x1wing
130kg x 2 wing

- Door Width : 200mm - 2.000mm

CISA 60231-04 CISA 60241-05

Max. door width  :1000 mm Max. door width  :1200 mm
Max. door weight :100 kg Max. door weight :200 kg
Hold open 90° Hold open 90°

Maximum door width Maximum door
HOLD OPEN weight

Interior (mm) Exterior (mm) (kg)

1300 90°

60231-04 900 1100 1000 100

Closing speed adjustment
ssssss

. Closing speed adjustment
sector

50
15 - Closing speed adjustment
sector

150

60241-05 900 1300 1200 200

130° T ggo

AD 300 Door Operator

e ] .n<__~ Push
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AD 300
Hold Open Time :1-30s
= Max Opening Angle :120°
" Protection Class :1P12D
_ /B Dimension :515(L) x 95 (H) x 90 (W) mm
N B — Max door width :1200mm @ 80kg
h s 2 Min door width : 660mm @ 100kg

Micro Wave Sensor

¥ —

" \ No Touch Sensor

EXIT

Interlock System (2 Doors and more)
Auto Swing

Automatic
Swing Door

I KEND

.

Indicator
Lamp

EMERGENCY
DOOR RELEASE

Electomagnetic
Lock

Emergency Break Glass
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Hand Sensor Break Glass

[

Butterfly 4,;
Hinge

~ Roller
¥ Catch
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EXIT BUTTON
TOUCHLESS

EBT-02 h
M

AUTOMATIC SWING DOOR AD-300
Material :stainless steel Finish : US32D

i<enD

s BREAK GLASS ELECTROMAGNETIC LOCK

© EMERGENCY EBG-01 KEM 28 - 280kg

DOOR RELEASE KEM 50 _ 5°°kg
Material :stainless steel
I I Finish : US32D

PUSH BUTTON
EBT-03

INDICATOR LAMP
IL-01 Red
IL-02 Green

ROLLER CATCH

RC 75-002

Material :stainless steel
Finish :US32D

BUTTERFLY HINGE

SEL 0010 4x3x3
Material :stainless steel
Finish :US32D

Armor Plate

Material :stainless steel
Thickness :1,2mm

e ] | r—

| —
Armor Plate Mop Plate Strecher Plate Kick Plate
AP 50-86 (50x86cm) MP 10-86 (10x86cm) SP 15-86 (15x86cm) KP 20-86 (20x86cm)
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Emergency Release Door Stop

Pivot Hinge CPH 20-500

X X

Single Action Double Action
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Anti Bacterial Coating - BC

Modular Operating Theater
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Sandwich Panel
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Sandwich Panel
Panel dinding dan plafond anti-bacterial didesain
sainlesssteel - Menggunakan material-material tersertifikasi. Menggunakan
Adhesive lapisan anti-bacterial yang teruji, pemasangan yang cukup
mudah dapat mempercepat konstruksi, khusus untuk
==feamcole keperluan bangunan kesehatan, ruangan steril, dan
Adhesive sebagainya. Untuk dinding dan ceiling anti radiasi dapat
swinlesssteel — diperkuat dengan lembar timah hitam 2mm.

Jenis-Jenis Sandwich Panel SPPS 50 SPPS 75
EPS (Expandable Polystrene) SPPS100 SPPS 150
PIR (Polyisocyanurate) Ketebalan : 50, 75,100, 150mm

Sambungan antar-panel diinstal dengan lengkungan agar lebih mudah dibersihkan.
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Hermetic Door DTH - 200 Seal

Product Description
Usage : Hospital Steril Room
- Prevent outer air to get inside the room or
temperature affection
- Smooth operation and obstructed frequent usage
due to Deft Volume & high efficient brushless DC motor

Specification

- Set includes : Hermetic Door Frame & Leaf
Handle
Safety Beams
Foot Sensor

: Stainless Steel 304 HL

: 1600mm (m) x 2100mm (h)

: 2mm (inside stainless steel
finishing)

- Glass Window Thickness :15mm (optional)

- Door Leaf Material
- Door Leaf Size
- Leaf Thickness

+ i 77
W*2+400(Girder Length) W/']
[Farmfur Radiation o YR
)
| Drive Girder
300 o Al 4T
H
S Anti-radiation Lead Glass g =
1 . =
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Door Wing In-built Lead Board § 8
| _ _ _Photocell Sensor _ | = E
§ g
Stainless Steel In-built = ]
Foot Triggering Sensor 3 Anti-Collide Panel T 3
TN\ | _ _ Photocell Sensor _ | .
o0
& 1 Ground Null Line
s
=
Land Wheel

HVAC System

The effectiveness of an airflow design depends
on velocity of air flowing over the patient
+... And the direction.

The optimal temperature of an operating room is
between 62-73 degrees Fahrenheit. An overly
cold or warm environment makes it difficult for

surgical staff to perform at the highest level

~ HVAC System (Heating, Ventilation, Air and
Conditioning). Berdasarkan Permenkes
No. 24 tahun 2016 dan juga mengacu pada
FED STD 209E (ISO 14644-1 Cleanrooms
Standars 1999) untuk aplikasi rumah sakit
yang berada di kelas 100.000 (ISO 8), kelas
10.000 (ISO 7 - 1SO 6). Dengan standard

" suhu 19 - 24° Celcius dan kelembapan
etttk 4,0-60%.

from the room.

24° C 'o/ 40-60%
o
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Grille RAG

Outdoor Unit

Air Handling Unit

.
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Unit AC Central Power Panel

Supply B Dengan aliran udara laminar yang sesuai untuk kelas
o J—L T 1.000 & 10.000 yang secara dominan searah dan tidak
I [ . Bl o <o u P terhalang sehingga udara tidak terkontaminasi. Pola
LamrarFos Dbwsc Pt @ aliran udara laminar searah biasanya dicapai pada
Contaminated Air ] \ Contaminated Air kecepatan 0'46m / deti k'
\ | I f
' *
Ve NS
I I
-J ‘ , %-
L | | j
Return Grille | | Return Grille
No. Parameter Class 10.000 Class 1.000
1. Air Movement Laminar Laminar / Turbulensi
2. Return Grill Floor Level Floor / Ceiling Level
3. Air Velocity 0,1to 0,45 m/s 0,25t0 0,5 m/s
4. | ACH (Air Change per Hour) Minimum 25 Minimum 25
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Additional Product

| Lemari Penyimpanan

‘ I Spesifikasi
; - Material : SS Mirror SUS 304 Hollow t. 1,2mm
‘ - Ambalan : Knock Down
- Pintu : Rangka Hollow
- View : Clear Glass t. 6mm
' | - Ukuran : Custom (Sesuai permintaan customer)
- Pemasangan : Recessed On Wall
g 3

Lemari Penyimpanan Hangat
Spesifikasi
- Material : SS Mirror SUS 304 Hollow t. 1,2mm
- Voltage :220-240V
- Frekuensi :50-60 Hz
- Daya Listrik 11200 watt
- Refrigerant : R4044A
Thermocouple : Digital Autonics
Temperature :45°C-60°C
Lampu Indikator: Pilot Lamp Hijau/Merah
Dimensi :600mm (w) x 1400mm (h) x 600mm (t)
- Rack : 3 susun (Knock Down)
Lemari Penyimpanan Dingin
Spesifikasi
- Material : SS Mirror SUS 304 Hollow t. 1,2mm
Voltage :220-240V
Frekuensi :50 Hz
Daya Listrik : 700 watt
Refrigerant : R4044A
Thermocouple :Digital Autonics
Temperature :-5°C-30°C
Lampu Indikator: Hijau
Dimensi :600mm (w) x 1300mm (h) x 600mm (t)
- Rack : 3 susun (Knock Down)

£ 4
I

Pass Box
Spesifikasi
- Material 1SS SUS 304 Hollow t.1,2mm
; - Voltage :220 V AC
- Magnet :LCL60 Kg DC (12V /24 V)
- System Power : 705 watt
- Dimensi :750mm (w) x 700mm (h) x 550mm (t)
- Feature : UV Lamp with timer
- Jendela :t. 6mm di dua sisi

- Observasi Penguncian : System Interlock Magnetic
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Scrub Station - ST 05 -1/2/3 (1bay/2bay/3bay)

Spesifikasi

KenI
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- Double / Triple Bay

- Material

- Plat Kran

- Dimensi

- Power Supply
- Indikator Unit
- UV Lamp

- Sensor Observasi

- Penguncian
- Heater

- Tube

- Adaptor

Film Viewer - FV
Spesifikasi

- Material
Dimensi
Kapasitas
[lluminator

- Daya

Tegangan Input
- Operasi

- Display
- Instalasi

: Plat SS SUS 304 Hollow t. 1,2mm
: Plat SS SUS 304 Hollow t. Imm
:800mm (w) x 600mm (I) x 1400-1800mm (h)
11200 watt 220 VAC

: Power Lamp & Heater Lamp

: 2 x 30 watt Unites 8 GPM

: Auto Soap & Auto Water

: System Interlock Magnetic

: 600 watt 220 VAC

: Pipa SS 304 4 inch

124 VDC

956

: Plat Stainless Steel 304 HL t. 1,2mm

:900mm (w) x 500mm (h) x 60mm (t)

:2NEC /2 Film

: LED Module 3 Eye (1,5 watt)

1190 w /12 VDC

: 220 - 240 VAC

: On/Off Switch, Dimmer llluminator Touch,
Timer & Automatic

: White Acrylic 3mm

: Recessed on Wall (Rata Dinding)

LED Lamp - LED 3600

Spesifikasi
- Dimensi

- Power
- Tegangan

- Color Temperature

- Lumen Flux
- Ingress

Surgical Control Panel

Spesifikasi
- Material Panel :
- Layar

- Processor

- Analog Input

- Analog Output:

Timah Hitam

: 21,5" Touchscreen

:597mm (I) x 597mm (w)
T197mm (I) x 297mm (w)

1 40 watt

: 220 - 240 VAC

: White 6500 K

13600 Im

: IP 20 Protection

- Digital Input  :8pcs

- Digital Output : 21pcs

- Traceable Paremeters:
- Gas Alarm Indicators

Stainless Steel

: ARM Microcontroller - Temperature

: 6pcs 12 bits 0-10V. - Humidity
8pcs 12 bits 3,3V - Differential Pressure
18pcs O-10V - Hepa Filter

Lembaran Timah Hitam digunakan sebagai pelindung atau
pelapis ruang radiologi di rumah sakit. Produk ini terbuat

dari timah hitam murni dengan kadar mendekati 100%
sehingga memiliki ketahanan terhadap radiasi yang sempurna.

KOMPOSISI
Ukuran: No. Parameter Uji Satuan Hasil Uji Metode Uji
- 0.8mm 1. | Timah Hitam (Pb) % 99,48 Gravimetri
- Tmm 2. Besi (Fe) % 0,05 Kolometri
- 1.5mm 3. | Timah Putih (Sn) % 0,09 Titrimetri
-2mm 4., Seng (Zn) % 0,34 Gravimetri
-3mm 5. Mangan (Mn) % 0 Kolometri
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Kaca Anti Radiasi

Kaca Pb / Anti Radiasi bisa digunakan secara efektif di ruang
X-Ray / CT-Scan, ruang radioterapi, ruang bedah, laboratorium,
pengujian material, dan banyak aplikasi lainnya karena
memberikan perlindungan terhadap radiasi. Kaca Pb ini
transparan dan memungkinkan operator ruang X-Ray dan
CT-Scan untuk memantau proses pengambilan gambar atau
terapi radiasi.

Lampu Indikator Ruang OK
Fungsi sebagai indicator bahwa kegiatan operasi dalam
ruangan sedang berlangsung.

Lampu : LED warna merah 6 watt / adaptor 1A
Acrylic t.3mm

Ukuran Lampu : 120mm x 200mm x 60mm

Install : Recessed On Wall

PC Shelf

Berfungsi sebagai meja tulis atau meja laptop yang digunakan
apabila diperlukan untuk operasi.

Material :Stainless Steel Hairline thickness 1.2mm
Install : Pemasangan dibenamkan (Recessed On Wall)

@ @kenaridjaja |www.kenaridjaja.com
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MODULAR HOSPITAL INTERIOR SYSTEM
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Dewasa ini dengan pesat nya pertumbuhan
kebutuhan untuk fasilitas kesehatan,
dibutuhkan material yang dapat menunjang
kebutuhan tersebut. Namun belum banyak
material yang mampu memenuhi standard
Kesehatan Rumah Sakit yang tinggi dan juga
standard konstruksi yang cepat dan tepat
untuk memenuhi kebutuhan tersebut.

KEND Modular Hospital Interior System hadir
untuk menjawab kebutuhan tersebut. Hadir
dengan system pelapis dinding, ceiling dan
furniture modular dengan keunggulan
pemasangan yang lebih cepat dan tepat dari
pembangunan menggunakan material
konvensional.

Dengan system prefabricated perencanaan
rumah sakit tentunya akan lebih optimal dan
terjaga standard nya.
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MODULAR HOSPITAL INTERIOR SYSTEM

Conventional Hospital Decoration

Comparative Items

Modular Assembly System

Construction period

15 Days/Room

2-4 Days/Room

Simpler method
of construction

Removes more than 10 steps of conventional
construction including on-site cutting,
painting and gluing etc. As well as wet work

Integrated design, factory production,
on-site assembly off components all
reduce installation time

Construction budget control

Complex budget,
difficult to control

All components and parts are produced
according to design drawing and thus
consistently high quality

Ongoing operating cost

High operating cost,
complex reconstruction and expansion

Demountable panel products
permit rapid expansion and reconstruction

Healthier environment

Easy to leave carbon footprint,
such as rubbish bins and medical waste

Zero formaldehyde release after completion
of the construction without painting or sealing

Ease of service

Will cost more to create comfortable
environment via conventional means

Fittings are easily fixed to the walls,
and also easy cleaning

Safety performance

Depends on the standard,
will cost more if it's very highly featured

Provide 120 minute “A” level fire proof,
54db sound absorption with the use of
antibacterial and antifouling materials

Status

Ongoing changes to fix medical fixtures
and equipment will no longer be an issue

Meet the requirements of the future of
medical and pension solution requirements

High end fit-out similar to a
high grade office allows
doctors, nurses and patients
to all experience a very
comfortable environment.
Avoids toxic air pollution and

formaldehyde issues, and
other toxic chemicals
associated with traditional
construction methods.

T e

A green and healthy
environment preventing sick
people from also having to
suffer formaldehyde and
other construction materials
polluiton, in addition, if the
walkways to reach medical
treatment rooms can be
constantly optimized and
easily modified, it will
provide greater convenience
for patients to see a doctor.
When being hospitalized,
patients will appreciate a
clean room with good
soundproofing and comfort.
All the more so if it was an
intelligent Room!




MODULAR HOSPITAL INTERIOR SYSTEM

Our integrated, internal construction system uses a modular

design, standardized and modularized components, via a
central logistic delivery process to site for installation. We

control the whole process with BIM informationalized, digital

representation methods.

Finally, you can realize sustainable development using

effective EPC throughout the building life cycle.

\J
,'i (

Integrated
design

s

Modular factory
production

Lo

Assembly
installation

Informatization
management

/_’/‘]/ Mﬁ \Uv

medlcal eqmpment

Integrated Design

BIM guidance

Modular, factory made design
collaboration

Standarized and modularized
coordination for construction,
services such as mechanical,
electrical and hydraulic

Interior system installation of
hydraulics and other piping structures
Design guides with controllable costs
and minimized variations

Assembly Installation

High rate assembly

Shorter construction time

Higher quality

High BIM application

Less variations, controlled cost and
on-time completion




KEND

medical equipment

WALL CLADDING

Modular 3000mm x 1T100mm

® Modular Structure

Tmm Metal Sheet

Gypsum Board
(12mm thickness)

Wall Cladding system uses a modular structural system with
different finished surface to decorate the rough walls or
increase practical functions.

expanslon capability
for all modules Drop ceiling tiles

7

B L TE] L
“ 3 B Jasterboard bonde
- ' Sound proof walls 1 1] ‘to modular steel pafiels

Strong internal

Complex panels

- bracing of walls o
G ] Flnlvshed steel 5 *F < Panels comprise
internal support S for internal corners 1] 11| steelorglass
structures £ T T e 1 o
T N gL <L
[+ ) = T -
Arc Angle | N 3 1 Suspended ceiling
k End pieces for ceiling

sSound and dust proof seals Integrated wall cupboards

for'storage

Composite steel panels
with plasterboard backing

G ised internal square steel
tubes for rigidity

Handrail detail

Pneumatic logistics
accommodated within
the wall and ceiling cavities

connection screw

Vertical heéght adjustment
within studs

—N Y oo Y o 4P 7 —N

w@h \<§>\ \‘g’ ‘3\03‘ ‘1@7‘

W W W W P
Anti- bacterial  Eco-friendly Fire proof  Moisture proof ~ Anti-corrosion

Rubber used for a tight seal

Modular steel floor tiles

Easy to clean Store Public space interior fit-out section
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WALL CLADDING
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Plan office layout Measure and mark posi- Cut ceiling rails on-site Drill holes and install ceiling
tions on ceiling and floor rail with screws
| r ,
|
_ = \
Drill holes and install Cut pillar to target Drill holes and fix pillars Install additional frame
floor rail with screws dimension on-site and with screws elements

add connector element

el d

Insert pillars and fix to both insert glass panel insert cover plates Finished
rails with screws

MODULAR HOSPITAL INTERIOR SYSTEM

Fixings for all kinds of other
kinds of cabling and pipework

Services equipment

Fire pipin, x :
piping False ceiling cavity
to conceal services

Use of a pre

-embedded track in ceiling Neat and tidy appearance
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MODULAR FURNITURE

Steel Cabinet System

Fabricated clinic

Designed for medical space behavior and
cleanliness requirements

Reasonable medical space behavior
Optimized ergonomic design
Assembling and integrated construction method

Multifunctional and open system framework platform

Standard clinic
Space requirements
Room net size >3.00m

Usage area >12

Medical space behavior in clinic

The scope of the physician's activities (Yellow area)
Consultation table

Diagnostic bed

Wash Basin

Patient activity range (Purple area)
Medical stool

Diagnostic bed

Door
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MODULAR FURNITURE

Modular Furniture Long Desk

Modular Basin Cabinet
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Graha Mas Kebon Jeruk Blok C5-6 JI. Pinangsia Raya 16 B-C JI. RS. Fatmawati 72/14-15 Plaza Kenari Mas, GF Blok. C

JI. Raya Perjuangan No.l Phone : (021) 690 5280 Cipete (Blok A) Phone: (021) 3984 2790
Phone : (021) 536 3506 Phone : (021) 720 0630

Bandung: JI. Magelang KM 1 No. 67 Kav. C Semarang:
JI. Kebon Kawung No. 64 A-B Kricak, Tegalrejo - Jogjakarta JI. Agus Salim Komplek THD Blok C/8

Phone : (022) 426 6388 Phone : (0274) 562 312 Phone : (024) 356 4255/56

Gading Serpong: Ruko Alicante Blok D, No. 12 Denpasar : Makassar :
JI. Boulevard Andalucia, Tangerang JI. Teuku Umar Barat (Marlboro) No. 55 JI. Sulawesi No. 201
Phone : (021) 5999 5751/2 Phone: (0361) 490 678 Phone : (0411) 361 0030

021-5367070

l.‘ Customer Service

0812 8567 7070
‘\— 0819 0506 7171

EMERGENCY SERVICE

24 HOURS

0811131675 (Jakarta)

A 2024
0815 4244 3639 (Semarang) gustus

Distributor Resmi Kenari Djaja

ROOMS, JI. Kedungdoro No. 58 Surabaya SCAN HERE FOR
Phone : (031) 531 2000, Fax : (031) 548 1818 FULL CATALOGUE



